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EU-Type Examination Certificate

(2) Equipment or Protective Systems Intended for use in Potentially Explosive Atmospheres

Directive 20l4l34/Ea

(3) EU - Type Examination Certificate Number: IEP 23 ATEX l176X

(4) Product: AExe 4025 and AExe 4026 Type Junction Box

(5) Firm Name: METE Enerji Kablo ve Elektrik Malzemeleri San. ve Tic. A.Ş.

(6) Firm Address: A.O.S.B 10007 Sokak No:34 35620 Çiğli - İzmir / TÜRKİYE

(7) This product any of acceptable variation thereto is specified in üe schedule to this certificate and the

documents therein referred to.

(8) The IEP Uluslararası Enerji Petrol Gözetim, Sertifikasyon ve Teknik Hizmetler Organizasyonu Tic. Ltd. Sti.,

notified body number 2284 in accordance with Article 17 of the Directive 20|4l34lEU of European Parliament
and of the Council, dated 26 February 2014, certifıes that this product has been found to comply with the

Essential Health and Safety Requirements relating to the design and construction of products intended for use in
potentially explosive atmospheres, given in Annex II to the Directive, The examination and test results are

İecorded in confidential Report Nr: IEP.Rp.Ex.|0-2428 date 02.03,2023.

(9) Compliance with Esstntial Health and safety requirements has been assured by compliance with;

EN IEC 60079-0 : 2018, EN 60079-7 z2015, EN 60079-31 : 2014

(10) If the sign * X " is placed after the certificate number, it indicates that the product is subject to Specified
Conditions of Safe Use specified in the schedule to this certificate.

(l1) This EU-Type Examination Certificate relates only to the design and construction of üe specified product
in accordance to the directive 20l4l34lLu. Further requirements of the directive apply to the manufacturing
process and supply ofthis product. These are not covered by this certificate.

(l2) The marking of the equipment or protective system shall inc]ude the foltowing:

II 2G Ex eb IIC T6 Gb
lI 2D Ex tb IIIC T (85 "C) Db ,lP 67

I

(1)

Responsible Person:

Nureffin Terzioglu
Head of Certification Body

Date of Issue: 03.03.2023
(ıi
*] F

*

§

IEP Uluslararası Enerji Petrol Göz., Sertilikasyon ve Teknik IIiz. Org. Tic. Ltd. Sti.
574611 Sok. No:9 K:2 Bomova - IZM|R l TURKEY
Tel: +90 232 43l 17 45 46Fax: +90 232 43| 17 30 E-mail: iep@iep.com.tr Fr:45
This certificate is granted subject to the general conditions of the lEP Energy Petroleum
Insrifute. Thjs certifıcate may only be repıoduced in its entiıety and without any change,
schedule included. You can check accuracy of this documentby www,iep.coırllf .
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İEP ENERGY PETROLEUM lNSTİTUTE

(l3) Schedule/ Certificate Nr : IEP 23 ATEX ll76x

(14) Description of Equipment: AExe 4025 and AExe 4026 typejunction box is used to control and command
equipment. AExe 4025 and AExe 4026 type junction box body made from aluminum. To must be used of
ground cable 4 mm2 (min) and HD 21.13.S1/HD.22.4.34. AExe 4025 and AExe 4026 type junction box
explosion has been evaluated in the contents of IP 66. AExe 4025 and AExe 4026 type junction box uses as

zone 1, zone 21are that be used danger area determined in the EN 60079-10-1 and EN 60079-10,2 standard.

Product Coding System:
AExe XXXX XXXX

4026 (Button junction box)
4025 (Junction box)
Product Type

Technical

( IEP 23 ATEX |l76X )X Means: Installation and periodic maintenance should be done according to the user
manual and related standards. Installation and maintenance should be done by an authorized firm or personnel..
The certificate becomes invalid if there is an unapproved revision or part replacement. All components used on
and inside the products should be selected in accordance with the protection type, zone area, gas and dust group,
and IP protection class.

(15) Essential Health and Safety Requirements: Are included in standards, which are mentioned in clause (9) of
this certificate. The products were approved in accordance with above mentioned standards and manufacfurer's
instruction. At the installation and the operation of the AExe 4025 and AExe 4026 type junction box has to be
observed manufacturer's manual 13 page dated72.|2.2022.

(16)Drawings :

Drawing Nr; Date;

AExe402502 - AExe4025 12

AExe402514
AExe4025 l 6 - AExe4025 1 8

ABxe 4 02 5 20 - ABxe4 02 5 22
AExe402524
AExe402530
AExe402540

Responsible Person:
Nurettin Terzioglu
Head of Certification Body

05.||.z0z2
05.I|.2022
05.L|.2022
05.11.2022
05.|1.2022
05,|L2022
05.II.2022
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lEP Uluslararası Enerji Petrol Gözetim, Sertifikasyon ve Teknik Hizmetler Organizasyon Ticaret Limited Sirketi
5746ll Sk. No:9 K:2 Bomova - IZMIR / TURKEY Tel: +90 232 43l 1745 - 46 Fax: +90 232 431 1730 E-mail: iep@iep.com.tr Fr:45

This certificate is granted subject to üe general conditions of the lEP Energlı Petroleum Institute. This certificate may only be
reproduced in its entirety and without any change, schedule included. You can check accuracy of this documentby www.iep.coı?Llr.
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AExe 4025 and AExe 4026Type
VoItage |2 l 24 l 230 l 380 / 690 VAC

IP Protection Class lP 67

Ambient Temperature

/



İEP ENERGY PETROLEUM İNSTİTUTE

(l7) Schedule/ Certificate Nr : IEP 23 ATEX ll76x

(l8)Drawings

Drawing Nr; Date; Drawing Nr; Date;

AExe402554
AExe402555
AExe402556
AExe402558
AExe402560
AExe402562
ABxe402564
AExe402600
AExe402605
AExe402636

AExe402610
AExe402615
AE; e402620
AExe402627
ABxe402625
AExe402626
AExe402630
AExe40263 1

AExe402635

05.1|.2022
05.II.2022
05.|1.2022
05.1I.2022
05,||.2022
05.11.2a22
05.1I.2022
05.|I.2022
05.11.2022

(19) Dimensional Size Table:

Type Most
(mm)

Size
(mm)

Deep
(mm)

Most
(mm)

Size
(mm)

Deep
(mm)

AExe 402502 65 65 AExe 402520 190 250 90

AExe 402503 65 100 AExe 402521 190 250 110

AExe 402504 80 80 AExe 4a2522 l90 350 90

AExe 402554 80 80 AExe 402524 250 250 110

AExe 402505 80 130 AExe 402530 310 400 140

AExe 402555 80 AExe 402517H 160 260 90

AExe 402506 100 100 ABxe 402520H 190 90

AExe 402556 l00 l00 AExe 402521H 190 110

AExe 402508 100 130 AExe 402522H 190 350 90

AExe 402507 80 |70 AExe 402524H 250 250 110

AExe 4025l0 80 |70 73 AExe 402530H 310 400 |40
AExe 402509 80 230 13 AExe 402600 80 80 "l3

AExe 402558 160 l00 80 AExe 4 02605 80 80 73

AExe 402560 100 200 80 AExe 4026l0 80 130 73

AExe 402562 I20 220 90 AExe 4026l5 130
,73

AExe 40251 1 130 130 90 AExe 402620 170 73

AExe 402512 130 190 90 AExe 40262I 80 I70
AExe 402514 l30 230 90 AExe 402625 80 1,70 73

AExe 402564 2o0 140 90 AExe 402626 80 |70 73

ABxe 402516 160 160 90 AExe 402630 80 230
ABxe 402517 l60 260 90 AExe 402631 80 230 73

AExe 402518 170 l90 90 AExe 402635 80 230 l5
AExe 402540 l80 180 100 AExe 4a2636 80 230 73

AExe 402542 l80 280 100

For the validity of analysis type certificate, the parts that are used in AExe 4025 and AExe 4026 type
part list table 1-2-3 date 16.12.2022.ined in confirmed injunction box is determ

Responsible Person:
Nurettin Terzioglu
Head of Certification Body

IEP Uluslararası Enerji Petrol Gözetim, i

5746ll Sk. No:9 K:2 Bornova - ZMIR / TURKEY

Date of Issue: 03.03.2023

Hizmetler Organizasyon Ticaret Limited Sirketi
46 Fax: +90 232 43l 1730 E-mail: iep@iep.com.tr Fr:45
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Tel: ?
This certificate is granted subject to üe general conditions of the IEP Energy Petroleum Instİfute. This certificate may only be

reproduced in its entirety and without any change, schedule included. You can check accuracy of üis documenlby www.iep.cotıtı.
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05.11.2022
05.I|.2022
05,I|.2022
05.11,2022
05.I|,2022
05.|I.2022
05.1L2022
05,1|.2022
05,11.2022
05.I1.2022

Type

40

73

13

90 250
73

80
l7

l3


